
STOP CANOPY LEAKS! 

 

Don’t Let This Happen To Your Canopy! 
Protect Your Most Valuable Asset, Before 

It Reaches A Point Of No Repair! 

Be Sure To Ask Me About Our Parent Petroleum 
Special Discount And Extended Four Year No 

Interest Payment Program. 
  

The Company is led by Brian Hayes, past 
president of Superior Canopy and CEO of 

 SealTight Canopy Systems. Brian has 35 years’ 
experience building and repairing canopies. 

 

1. Columns for structural integrity 
2. Deck pans 
3. All structural bolts & deck clips 
4. Assess Electrolysis 
5. All sag and lateral angles 
6. Rigger system 
7. Fascia system 
8. Collector boxes 
9. External down spouts 
10. Levelness of canopy 
11. Canopy light penetration points  
12. All conduit penetration points  

 
 Remove debris from top of 

canopy 
 Open access to all joints 
 Remove caulk at joint surfaces 

and clean 
 Clean caulk from light 

penetrations into canopy 
 Remove caulk at column 

collector areas  
 Clean and seal columns above 

canopy 
 Open access to collector boxes 
 Remove dirt, rust, and debris 

from collector boxes 
 Inspect collector boxes for 

integrity 
 Install primer at joint surfaces 
 Install primer to light 

penetrations 
 Install SealTight System to all 

joints, collector boxes, and 
canopy penetrations 

mailto:sueellen@sealtight.com

